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 Part number  

Thread
ØM

Total 
length L Pitch b DK K S

Qty per 
packet

Price per 
packet

*Depending on availability

Socket-head screw DIN 912
CHC Steel quality class 12.9

DK

K
B

L

ØM

S
C1

t1a

Ød

Designer’s Note

- Conforms to ISO 4762 and DIN 912
- Screw quality class 12.9
- Material: Hardened steel 39-44 HRc
  (oil-hardened)
- Tensile strength: 1220N/mm2

- Elastic limit: 1100N/mm2

- Shear strength: 732N/mm2

- Max. locking torque: 
 CHC3 = 2 Nm, CHC4 = 4.6 Nm,
 CHC5 = 9 Nm, CHC6 = 15.7 Nm
- Sold by the packet

6+
-10%

20+
-20%

50+
On request

1+
List

No. packets
Discounts

DISCOUNTS

Nominal Cylindrical screw
diameter C1 t1a t1b

d min. min. min.
M1,6 5 1,7 1,2
M2 6 2,1 1,5
M2,5 7 2,7 1,8
M3 8 3,2 2,1
M4 10 4,2 3,0
M5 11 5,3 3,7
M6 13 6,3 4,2
M8 18 8,4 5,3
M10 20 10,5 6,3
M12 22 12,6 7,4

CHC1.6-4/B M1,6 4 0,35 4 3,00 1,60 1,50 200 - 83,11 F
CHC1.6-6/B M1,6 6 0,35 6 3,00 1,60 1,50 200 4 83,11 F
CHC2-4/B M2 4 0,40 4 3,80 2,00 1,50 200 4 26,47 F
CHC2-5/B M2 5 0,40 5 3,80 2,00 1,50 200 - 26,47 F
CHC2-6/B M2 6 0,40 6 3,80 2,00 1,50 200 4 26,47 F
CHC2-8/B M2 8 0,40 8 3,80 2,00 1,50 200 4 26,38 F
CHC2-10/B M2 10 0,40 10 3,80 2,00 1,50 200 4 26,82 F
CHC2-12/B M2 12 0,40 12 3,80 2,00 1,50 200 4 27,67 F
CHC2.5-5/B M2,5 5 0,45 5 4,50 2,50 2,00 200 - 25,04 F
CHC2.5-6/B M2,5 6 0,45 6 4,50 2,50 2,00 200 4 24,97 F
CHC2.5-8/B M2,5 8 0,45 8 4,50 2,50 2,00 200 - 26,74 F
CHC2.5-10/B M2,5 10 0,45 10 4,50 2,50 2,00 200 4 28,44 F
CHC2.5-12/B M2,5 12 0,45 12 4,50 2,50 2,00 200 4 30,61 F
CHC3-6/B M3 6 0,50 6 5,68 3,00 2,50 200 4 15,61 F
CHC3-8/B M3 8 0,50 8 5,68 3,00 2,50 200 4 12,75 F
CHC3-10/B M3 10 0,50 10 5,68 3,00 2,50 200 4 9,78 F
CHC3-12/B M3 12 0,50 12 5,68 3,00 2,50 200 4 9,97 F
CHC3-16/B M3 16 0,50 16 5,68 3,00 2,50 200 4 11,24 F
CHC3-20/B M3 20 0,50 20 5,68 3,00 2,50 200 4 11,41 F
CHC3-25/B M3 25 0,50 25 5,68 3,00 2,50 200 - 12,75 F
CHC3-30/B M3 30 0,50 30 5,68 3,00 2,50 200 4 14,32 F
CHC3-35/B M3 35 0,50 35 5,68 3,00 2,50 200 - 102,07 F

Stock*
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CHC
 
 Part number  

Thread
ØM

Total 
length L Pitch b DK K S

Qty per 
packet

Price per 
packet

CHC4-6/B M4 6 0,70 6 7,22 4 3 200 - 17,91 F
CHC4-8/B M4 8 0,70 8 7,22 4 3 200 4 17,91 F
CHC4-10/B M4 10 0,70 10 7,22 4 3 200 4 12,60 F
CHC4-12/B M4 12 0,70 12 7,22 4 3 200 4 12,91 F
CHC4-14/B M4 14 0,70 14 7,22 4 3 200 - 16,46 F
CHC4-16/B M4 16 0,70 16 7,22 4 3 200 4 11,16 F
CHC4-20/B M4 20 0,70 20 7,22 4 3 200 4 12,60 F
CHC4-25/B M4 25 0,70 25 7,22 4 3 200 4 14,59 F
CHC4-30/B M4 30 0,70 20 7,22 4 3 200 4 15,82 F
CHC4-35/B M4 35 0,70 20 7,22 4 3 200 4 18,95 F
CHC4-40/B M4 40 0,70 20 7,22 4 3 200 4 21,34 F
CHC4-45/B M4 45 0,70 20 7,22 4 3 200 - 25,46 F
CHC4-50/B M4 50 0,70 20 7,22 4 3 200 4 25,46 F
CHC5-8/B M5 8 0,80 8 8,72 5 4 200 4 15,34 F
CHC5-10/B M5 10 0,80 10 8,72 5 4 200 4 14,59 F
CHC5-12/B M5 12 0,80 12 8,72 5 4 200 4 13,46 F
CHC5-16/B M5 16 0,80 16 8,72 5 4 200 4 11,77 F
CHC5-18/B M5 18 0,80 18 8,72 5 4 200 - 14,40 F
CHC5-20/B M5 20 0,80 20 8,72 5 4 200 4 14,40 F
CHC5-25/B M5 25 0,80 20 8,72 5 4 200 4 14,32 F
CHC5-30/B M5 30 0,80 22 8,72 5 4 200 4 15,42 F
CHC5-35/B M5 35 0,80 22 8,72 5 4 100 4 8,10 F
CHC5-40/B M5 40 0,80 22 8,72 5 4 100 4 9,19 F
CHC5-45/B M5 45 0,80 22 8,72 5 4 100 - 10,79 F
CHC5-50/B M5 50 0,80 22 8,72 5 4 100 4 12,79 F
CHC5-55/B M5 55 0,80 22 8,72 5 4 100 - 16,55 F
CHC5-60/B M5 60 0,80 22 8,72 5 4 100 - 18,98 F
CHC5-70/B M5 70 0,80 22 8,72 5 4 100 - 50,67 F
CHC6-8/B M6 8 1,00 8 10,22 6 5 200 4 25,46 F
CHC6-10/B M6 10 1,00 10 10,22 6 5 200 4 19,87 F
CHC6-12/B M6 12 1,00 12 10,22 6 5 200 4 18,43 F
CHC6-14/B M6 14 1,00 14 10,22 6 5 200 - 20,72 F
CHC6-16/B M6 16 1,00 16 10,22 6 5 200 4 14,08 F
CHC6-18/B M6 18 1,00 18 10,22 6 5 200 - 21,48 F
CHC6-20/B M6 20 1,00 20 10,22 6 5 200 4 14,59 F
CHC6-25/B M6 25 1,00 25 10,22 6 5 200 4 15,42 F
CHC6-30/B M6 30 1,00 35 10,22 6 5 200 4 16,26 F
CHC6-35/B M6 35 1,00 24 10,22 6 5 100 4 10,07 F
CHC6-40/B M6 40 1,00 24 10,22 6 5 200 4 21,34 F
CHC6-45/B M6 45 1,00 24 10,22 6 5 100 - 12,11 F
CHC6-50/B M6 50 1,00 24 10,22 6 5 100 - 12,52 F
CHC6-55/B M6 55 1,00 24 10,22 6 5 100 - 16,03 F
CHC6-60/B M6 60 1,00 24 10,22 6 5 100 - 17,39 F
CHC6-65/B M6 65 1,00 24 10,22 6 5 100 - 20,32 F
CHC6-70/B M6 70 1,00 24 10,22 6 5 100 - 20,32 F
CHC6-80/B M6 80 1,00 24 10,22 6 5 100 - 25,21 F
CHC6-90/B M6 90 1,00 24 10,22 6 5 100 - 40,52 F
CHC6-100/B M6 100 1,00 24 10,22 6 5 100 - 44,81 F
CHC6-110/B M6 110 1,00 24 10,22 6 5 100 - 65,20 F

Stock*
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 Part number  

Thread
ØM

Total 
length L Pitch b DK K S

Qty per 
packet

Price per 
packet

*Depending on availability

Socket-head screw DIN 912
CHC Steel quality class 12.9

DK

K
B

L

ØM

SC1

t1a

Ød

Designer’s Note

- Conforms to ISO 4762 and DIN 912
- Screw quality class 12.9
- Material: Hardened steel 39-44 HRc
  (oil-hardened)
- Tensile strength: 1220N/mm2

- Elastic limit: 1100N/mm2

- Shear strength: 732N/mm2

- Max. locking torque: 
 CHC3 = 2 Nm, CHC4 = 4.6 Nm,
 CHC5 = 9 Nm, CHC6 = 15.7 Nm
- Sold by the packet

6+
-10%

20+
-20%

50+
On request

1+
List

No. packets
Discounts

DISCOUNTS

CHC8-12/B M8 12 1,25 12 13,27 8 6 200 - 30,77 F
CHC8-14/B M8 14 1,25 14 13,27 8 6 200 - 28,83 F
CHC8-16/B M8 16 1,25 16 13,27 8 6 200 4 22,88 F
CHC8-18/B M8 18 1,25 18 13,27 8 6 200 - 28,83 F
CHC8-20/B M8 20 1,25 20 13,27 8 6 200 4 23,39 F
CHC8-22/B M8 22 1,25 22 13,27 8 6 200 - 129,87 F
CHC8-25/B M8 25 1,25 25 13,27 8 6 200 4 25,69 F
CHC8-30/B M8 30 1,25 30 13,27 8 6 200 4 28,11 F
CHC8-35/B M8 35 1,25 35 13,27 8 6 100 4 15,92 F
CHC8-40/B M8 40 1,25 28 13,27 8 6 100 4 17,41 F
CHC8-45/B M8 45 1,25 28 13,27 8 6 100 - 19,41 F
CHC8-50/B M8 50 1,25 28 13,27 8 6 100 4 19,35 F
CHC8-55/B M8 55 1,25 28 13,27 8 6 100 - 23,14 F
CHC8-60/B M8 60 1,25 28 13,27 8 6 100 4 24,77 F
CHC8-65/B M8 65 1,25 28 13,27 8 6 100 - 33,11 F
CHC8-70/B M8 70 1,25 28 13,27 8 6 100 - 33,19 F
CHC8-80/B M8 80 1,25 28 13,27 8 6 100 - 39,55 F
CHC8-90/B M8 90 1,25 28 13,27 8 6 50 - 20,86 F
CHC8-100/B M8 100 1,25 28 13,27 8 6 50 - 24,07 F
CHC8-110/B M8 110 1,25 28 13,27 8 6 50 - 58,09 F
CHC8-120/B M8 120 1,25 28 13,27 8 6 50 - 64,22 F
CHC8-130/B M8 130 1,25 28 13,27 8 6 50 - 70,40 F
CHC8-140/B M8 140 1,25 28 13,27 8 6 50 - 83,96 F
CHC8-150/B M8 150 1,25 28 13,27 8 6 50 - 95,27 F

Nominal Cylindrical screw
diameter C1 t1a t1b

d min. min. min.
M1,6 5 1,7 1,2
M2 6 2,1 1,5
M2,5 7 2,7 1,8
M3 8 3,2 2,1
M4 10 4,2 3,0
M5 11 5,3 3,7
M6 13 6,3 4,2
M8 18 8,4 5,3
M10 20 10,5 6,3
M12 22 12,6 7,4

Stock*
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 Part number  

Thread
ØM

Total 
length L Pitch b DK K S

Qty per 
packet

Price per 
packet

CHC

*Depending on availability

Stock*

CHC10-16/B M10 16 1,50 16 16,27 10 8 100 - 24,57 F
CHC10-18/B M10 18 1,50 18 16,27 10 8 100 - 79,50 F
CHC10-20/B M10 20 1,50 20 16,27 10 8 100 - 21,94 F
CHC10-22/B M10 22 1,50 22 16,27 10 8 100 - 79,50 F
CHC10-25/B M10 25 1,50 25 16,27 10 8 100 - 23,46 F
CHC10-30/B M10 30 1,50 30 16,27 10 8 100 4 24,77 F
CHC10-35/B M10 35 1,50 35 16,27 10 8 100 - 27,08 F
CHC10-40/B M10 40 1,50 40 16,27 10 8 100 - 29,07 F
CHC10-45/B M10 45 1,50 32 16,27 10 8 100 - 32,29 F
CHC10-50/B M10 50 1,50 32 16,27 10 8 100 4 30,57 F
CHC10-55/B M10 55 1,50 32 16,27 10 8 100 - 38,71 F
CHC10-60/B M10 60 1,50 32 16,27 10 8 100 - 41,70 F
CHC10-65/B M10 65 1,50 32 16,27 10 8 50 - 23,88 F
CHC10-70/B M10 70 1,50 32 16,27 10 8 50 - 23,92 F
CHC10-80/B M10 80 1,50 32 16,27 10 8 50 - 26,82 F
CHC10-90/B M10 90 1,50 32 16,27 10 8 50 - 33,94 F
CHC10-100/B M10 100 1,50 32 16,27 10 8 50 - 39,66 F
CHC10-110/B M10 110 1,50 32 16,27 10 8 50 - 42,22 F
CHC10-120/B M10 120 1,50 32 16,27 10 8 50 - 47,73 F
CHC10-130/B M10 130 1,50 32 16,27 10 8 50 - 71,82 F
CHC10-140/B M10 140 1,50 32 16,27 10 8 50 - 87,86 F
CHC10-150/B M10 150 1,50 32 16,27 10 8 50 - 149,10 F
CHC10-160/B M10 160 1,50 32 16,27 10 8 25 - 123,25 F
CHC10-180/B M10 180 1,50 32 16,27 10 8 25 - 163,76 F
CHC10-200/B M10 200 1,50 32 16,27 10 8 25 - 257,08 F
CHC12-20/B M12 20 1,75 20 18,27 12 10 50 - 19,35 F
CHC12-25/B M12 25 1,75 25 18,27 12 10 50 - 16,17 F
CHC12-30/B M12 30 1,75 30 18,27 12 10 50 4 17,39 F
CHC12-35/B M12 35 1,75 35 18,27 12 10 50 - 18,95 F
CHC12-40/B M12 40 1,75 40 18,27 12 10 50 - 20,38 F
CHC12-45/B M12 45 1,75 45 18,27 12 10 50 - 22,28 F
CHC12-50/B M12 50 1,75 36 18,27 12 10 50 - 24,22 F
CHC12-55/B M12 55 1,75 36 18,27 12 10 50 - 26,70 F
CHC12-60/B M12 60 1,75 36 18,27 12 10 50 4 28,78 F
CHC12-65/B M12 65 1,75 36 18,27 12 10 50 - 32,71 F
CHC12-70/B M12 70 1,75 36 18,27 12 10 50 - 32,71 F
CHC12-80/B M12 80 1,75 36 18,27 12 10 50 - 36,81 F
CHC12-90/B M12 90 1,75 36 18,27 12 10 50 - 42,22 F
CHC12-100/B M12 100 1,75 36 18,27 12 10 50 - 49,10 F
CHC12-110/B M12 110 1,75 36 18,27 12 10 50 - 54,61 F
CHC12-120/B M12 120 1,75 36 18,27 12 10 50 - 61,90 F
CHC12-130/B M12 130 1,75 36 18,27 12 10 50 - 99,32 F
CHC12-140/B M12 140 1,75 36 18,27 12 10 50 - 106,60 F
CHC12-150/B M12 150 1,75 36 18,27 12 10 50 - 152,61 F
CHC12-160/B M12 160 1,75 36 18,27 12 10 25 - 100,11 F
CHC12-180/B M12 180 1,75 36 18,27 12 10 25 - 152,49 F
CHC12-200/B M12 200 1,75 36 18,27 12 10 25 - 171,58 F



Altri prodotti...

BETA

Copiglia beta, Beta

BAG-MI

Anello di serraggio
con intaglio e
maniglia a leva,
Acciaio

LSAG

Albero scanalato a
sfere, Binario - da 514
N a 15386 N

ZG125

Ingranaggio dritto in
plastica, Plastica
lavorata (delrin)

gt64

Chiusura a farfalla,
Tolleranze di
montaggio normali

HLU

Volantino con razze,
Alluminio

GLT2-17

Guide telescopiche
per montaggio in
scanalatura,
Estensione parziale

BABT

Perno autobloccante,
Inox temprato

RPB

Vite a ricircolo di
sfere, Supporto

PSG08S

Ingranaggio dritto di
precisione, Inox 316

PSG25S

Ingranaggio dritto di
precisione, Inox 316

M0

Coppia ruota e vite
senza fine , Plastica
lavorata (delrin)

Prodotti correlati

CHCSS

Vite a testa cava
esagonale CHC, Inox -
A2

SHN

Dado esagonale -
DIN934, Acciaio (Class
6|8|)

PRF-SCL

Sistema di chiusura
per profili alluminio,
Lock for sliding doors

PRF-SMA

Sistema di chiusura
per profili alluminio,
Easily adjustable lock

Powered by TCPDF (www.tcpdf.org)

https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3775
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4239
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4540
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=207
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4681
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=2105
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4692
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3560
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1285
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3672
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3677
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3236
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1403
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4081
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4418
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4419
http://www.tcpdf.org

