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​Steel thread inserts

​Thread inserts are a convenient 
way of repairing siezed, damaged 
or hanging threads. It also allows 
renovate threads in high quality 
materials.
Thread inserts can be used in 
varying materials such as light 
alloys or cast materials.

iAdvantagesi
- Quick and easy to install
- �Tangs are used during installation 

and then serve as an anti-rotation 
mechanism.

- �Apart from the insertion tool, no 
other special tools are required.

iAssemblyi
- Some tapping required
- �Refer to technical oages for 

assembly/disassembly instructions

For repairing damaged threadsFR
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FR-M5 M5 M8 8 6,9 8,3 M8 9,5 5,5 4,0 4,84 F
FR-M6 M6 M10x1,25 10 8,8 10,3 M10x1,25 11,5 7,5 4,8 5,24 F
FR-M8 M8 M12x1,25 12 10,8 12,3 M12x1,25 13,5 9,5 4,8 5,80 F
FR-M8x100 M8x1 M12x1,25 12 10,8 12,3 M12x1,25 13,5 9,5 4,8 5,80 F
FR-M10 M10 M14x1,5 14 12,8 14,3 M14x1,5 15,5 11,5 4,8 7,19 F
FR-M10x125 M10x1,25 M14x1,5 14 12,8 14,3 M14x1,5 15,5 11,5 4,8 7,19 F
FR-M12 M12 M16x1,5 16 14,8 16,3 M16x1,5 17,5 13,5 4,8 9,28 F
FR-M12x125 M12x1,25 M16x1,5 16 14,8 16,3 M16x1,5 17,5 13,5 4,8 9,28 F
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Altri prodotti...

PCM

Impugnatura cilindrica
fissa, Impugnatura
non girevole

LRR-53

Chiavistello con
bloccaggio, Lucchetto
a molla acciaio

VB

Volantino a 6 lobi,
Duroplast - Inox

CRM

Cremagliera in nylon
stampato, Nylon

BKGS

Giunto senza gioco
Gerwah®, da 1.2 a
450Nm

T5M_T10M

Cinghia aperta al
metro tipo T, T5
Poliuretano armatura
in acciaio

NSKB

Guida mini Drylin® N,
Rail end cap

NTM

Grano punta in nylon,
punta in nylon

EPRF

Dado flangiato per
madrevite a passo
lungo, Dado flangiato
-fino a 4...

H0

Ingranaggio elicoidale
ad assi incrociati a
90°, Acciaio 20NCD2

VPSS

Volantino a 6 lobi,
Duroplast - Inox

CHALss

Cerniera piana inox,
Inox

Prodotti correlati

FRtool

Attrezzi per inserti
filettati, Attrezzo di
posa

FRss

Inserti filettati, Inox

INS

Boccola autofilettante
acciaio, acciaio

CHC

Vite a testa cava
esagonale CHC,
Acciaio classe 12.19
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