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​Steel thread inserts

​Thread inserts are a convenient 
way of repairing siezed, damaged 
or hanging threads. It also allows 
renovate threads in high quality 
materials.
Thread inserts can be used in 
varying materials such as light 
alloys or cast materials.

iAdvantagesi
- Quick and easy to install
- �Tangs are used during installation 

and then serve as an anti-rotation 
mechanism.

- �Apart from the insertion tool, no 
other special tools are required.

iAssemblyi
- Some tapping required
- �Refer to technical oages for 

assembly/disassembly instructions

For repairing damaged threadsFR
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FR-M5 M5 M8 8 6,9 8,3 M8 9,5 5,5 4,0 4,84 F
FR-M6 M6 M10x1,25 10 8,8 10,3 M10x1,25 11,5 7,5 4,8 5,24 F
FR-M8 M8 M12x1,25 12 10,8 12,3 M12x1,25 13,5 9,5 4,8 5,80 F
FR-M8x100 M8x1 M12x1,25 12 10,8 12,3 M12x1,25 13,5 9,5 4,8 5,80 F
FR-M10 M10 M14x1,5 14 12,8 14,3 M14x1,5 15,5 11,5 4,8 7,19 F
FR-M10x125 M10x1,25 M14x1,5 14 12,8 14,3 M14x1,5 15,5 11,5 4,8 7,19 F
FR-M12 M12 M16x1,5 16 14,8 16,3 M16x1,5 17,5 13,5 4,8 9,28 F
FR-M12x125 M12x1,25 M16x1,5 16 14,8 16,3 M16x1,5 17,5 13,5 4,8 9,28 F
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Altri prodotti...

TB8

Cuscinetto assiale a
rulli cilindrici, Acciaio

OPFL_OPPM

Accessorio per
indicatori, Flangia
blocco albero

PW_PWG1

Vite senza fine di
precisione, Acciaio

KH

Manicotto a sfere,
Leggera

RPCpl

Ruota girevole a
doppio bloccaggio,
Acciaio - poliammide

PRF_PSA

Rotella per profilo
alluminio, per
bloccaggio albero

KKB-AR

Manicotto a sfere
inclinate, Carichi
standard / -20° +200°

PSG2

Ingranaggio dritto di
precisione, Acciaio
20NCD2 cementato
temprato

BPFL

Supporto a flangia
ovale con cuscinetto,
Lamiera

ACLEPP

Angolare, 2 fori

PSEC

Maniglia a ponte di
sicurezza,
Termoplastica

CNA-CNG

Staffa di montaggio
per molla a gas,
Staffa di montaggio a
squadra p...

Prodotti correlati

FRtool

Attrezzi per inserti
filettati, Attrezzo di
posa

FRss

Inserti filettati, Inox

INS

Boccola autofilettante
acciaio, acciaio

CHC

Vite a testa cava
esagonale CHC,
Acciaio classe 12.19
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