Steel thread inserts New|Ste|
FR For repairing damaged threads

Thread inserts are a convenient
way of repairing siezed, damaged
or hanging threads. It also allows
renovate threads in high quality
materials.

Thread inserts can be used in
varying materials such as light
alloys or cast materials.

- Quick and easy to install

- Tangs are used during installation
and then serve as an anti-rotation
mechanism.

- Apart from the insertion tool, no

other special tools are required. Locking tang
- Some tapping required =
- Refer to technical oages for i
assembly/disassembly instructions ® L
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DISCOUNTS
o0l 1+ 10+ 20+ 30+ 50+ |
IE List 5% -10%-15% On request |
Assembly Assemb Removd  Pri
Toread Thread Length " grill * counferboreAssembly Mintvead Pemowd Ferord  Price
Part number D1 om L size@ 4025  thread depth dilsed g 1t09
FR-M5 M5 M8 8 6.9 8.3 M8 9.5 55 40 484
FR-M6 M6  Mi10x125 10 8,8 10,3 M10x125 11,5 7,5 48 524
FR-M8 M8 Mi2x125 12 10,8 12,3 Mi2x125 13,5 9,5 48 580€
FR-M8x100  M8x1 Mi2x125 12 10,8 12,3 Mi12x125 13,5 9,5 48 580%
FR-M10 M10 M14x15 14 128 143 Mi14x15 155 11,5 48 719%
FR-M10x125 M10x1,25 M14x1,5 14 12,8 143 M14x15 155 115 48 719%
FR-M12 M12 Mi6x1,5 16 14,8 16,3 Mi6x1,5 175 135 48 9,28%
FR-M12x125 M12x1,25 M16x1,5 16 14,8 16,3 Mi6x1,5 175 135 48 928%
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Altri prodotti...
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Scovolo, inox Ingranaggio dritto di Spazzola strip, Anello di

precisione, Inox 316

Lunghezza 1m

sollevamento, Gancio
universale ad avvitare
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Snodo sferico,
acciaio/acciaio e
guarnizioni di tenuta

Ingranaggio conico in
plastica, 2:1

Pressore a molla
sensore di
rilevamento, Con asta
di comando per int...

Albero per guida
lineare, Inox temprato
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Ingranaggio conico in
plastica, 1:1

Rondella girevole, DIN
6371

Vite di giunzione
metallo/legno, Inox

Prodotti correlati

Riduttore coassiale a
treni paralleli, da 0.57
a2.25 Nm - a treni
p...
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CHC

Attrezzi per inserti
filettati, Attrezzo di
posa

Inserti filettati, Inox

Boccola autofilettante
acciaio, acciaio

Vite a testa cava
esagonale CHC,
Acciaio classe 12.19
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