
Non regolabile MC
Deceleratore autocompensante

- MC25 e MC75: ghiera d’arresto 
meccanico e bottone antirumore

- MC150: è indispensabile prevedere 
una ghiera d’arresto a circa 
1mm prima dell’arresto corsa 
dell'ammortizzatore

- T° di utilizzo: da 0 a +65°C
- M�ateriali: 

Corpo in acciaio brunito 
Stelo pistone in acciaio 
inossidabile 
Bottone in acciaio con inserto 
in elastomero (unicamente per 
MC25 e MC75)

.Accessori.
- �Vedere ghiera d’arresto e  

flangia universale

.Info..
- MC150: Non girare lo stelo per  

evitare di danneggiare la  
membrana in EPDM

- �Per una migliore dispersione 
del calore, non verniciare gli 
ammortizzatori

*Nei limiti delle disponibilità - Dimensioni in mm

Parametro Capacità max (Nm) Forza di Tempo
di efficacia Per Per di di Disassa- Prezzo

(kgme) ciclo ora riarmo riarmo mento Unit.
Codice Min Max W3 W4 (N) (S) max da 1 a 3
MC25-ML 0,7 2,2 2,8 22600 3-6 0,3 2° 4 88,72 F
MC25-M 1,8 5,4 2,8 22600 3-6 0,3 2° 4 74,79 F
MC25-MH 4,6 13,6 2,8 22600 3-6 0,3 2° 4 74,79 F
MC75-M1 0,3 1,1 9,0 28200 4-9 0,3 2° - 119,97 F
MC75-M2 0,9 4,8 9,0 28200 4-9 0,3 2° 4 119,97 F
MC75-M3 2,7 36,2 9,0 28200 4-9 0,3 2° 4 119,97 F
MC150-M 0,9 10,0 20,0 34000 3-8 0,4 4° 4 158,92 F
MC150-MH 8,6 86,0 20,0 34000 3-8 0,4 4° 4 158,92 F
MC150-MH2 70,0 200,0 20,0 34000 3-8 0,4 4° - 158,92 F
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SCONTI PER QUANTITÀ
Qtà 1+ 4+ 6+
Sc. Prezzo -10% Su richiesta



Altri prodotti...

BABTBSS

Perno autobloccante
per foro cieco, Inox
303

VDSQCB

Bloccaggio scorrevole
per la regolazione,
Piastra di base per
profil...

SHTP

Tavola lineare
Drylin®, Economica

ACL-PR

Elementi di giunzione,
Collegamento a 90°

GG2

Ingranaggio dritto
rettificato, Acciaio
trattato

BLH40

Rinvio angolare a L,
da 3 a 10.30 Nm

CHMR63

Riduttore a ruota e
vite senza fine, fino a
196 Nm

PLS

Distanziatore
cilindrico, Inox 303

NANO

Variatore di velocità
3A, 3 A

COA-COG

Staffa di montaggio
per molla a gas,
Staffa di montaggio
piana per s...

T39_T49

Molla di trazione al
metro acciaio, al
metro

CAB

Cavo di fissaggio,
Acciaio galvanizzato

Prodotti correlati

RMSA

Deceleratore,
Regolabile

STC

Deceleratore, Ghiera
d'arresto

MF

Deceleratore, Flangia
rettangolare

DZY

Piedino antivibrante
cilindrico, Acciaio

Powered by TCPDF (www.tcpdf.org)

https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4860
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4706
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3132
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4416
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3295
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1583
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=2880
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1373
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3067
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4123
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1387
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3454
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1101
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1102
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1103
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=68
http://www.tcpdf.org

