ew] Combined bearings
Needle and roller bearings NKX

- A combination bearing that can handle
both axial and radial loads

- As they are supplied without an internal
ring; the shaft is used as a raceway and
must therefore be hardened and ground.

- The axial bearing has a protective cap

- Materials:

steel c_.
C1, _C2

Info -
- When lubricated with grease, the
maximum speed is reduced to 60%
of that given in the table. oD2
(The axial load Fa should be 1-2 % |m‘” Q
|

of the dynamic load coefficient C (axial)

(el'A 1+ 6+ 20+ 40+ 60+
X List -10%-15% -20% On request |

Radial load (N) Axial load® (N)  Speed (rpm)
Dynamic Static [E Static (o]]]
Part number (C) (Co) (C) (Co) lubricated
KX12Z 12 8500 10500 10000 15000 11000 40
KX15Z 15 10000 12000 10000 16000 9500 47
KX17Z 17 11000 14500 10500 17900 8500 55
KX20Z 20 15000 2500 13500 23000 7500 90
KX25Z 25 17000 30000 18000 35000 6000 132
KX30Z 30 21000 34000 19000 39500 5000 148
KX35Z 35 23000 40000 20500 44650 4600 168
KX40Z 40 25000 45000 26000 60000 4000 208
KX45Z 45 26500 51000 27000 67000 3600 265
KX50Z 50 36000 72000 28000 72000 3300 300

rt number OFw O @dw OGda

N

KX12Z 261 272 6,5

KX15Z 15 24 281 292 23 9 6,5 15 23,7 28,46 £
KX17Z 17 26 301 312 25 9 8.0 17 25,7 3011 %
KX20Z 20 30 351 36,2 30 10 10,5 20 30,7 3499 %
KX25Z 25 37 421 432 30 1 9,5 256 37,7 389,75 %
KX30Z 30 42 471 482 30 11 9,5 30 427 50.87 %
KX35Z 35 47 521 53,2 30 12 9,0 35 47,7 59,25 €
KX40Z 40 52 601 612 32 13 10,0 40 55,7 64,68 £
KX45Z 45 58 652 66,5 32 14 9,0 45 60,5 74,77 £
KX50Z 50 62 702 715 35 14 10,0 50 655 81.49%

Dimensions in mm
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Altri prodotti...

PPG

SLB

PO

Pistoncino a molla,
Con flangia di
fissaggio orizzontale

Pistoncino a molla,
acciaio classe 5.8

Maniglia a ponte -
Multi-settore, Foro
cieco maschiato

Tavola di
posizionamento
verticale manuale,
20kg

PTGT

UGH40

Puleggia folle, Per
cinghia trapezoidale

Magnete piatto di
fermo, Magnete di
fermo piatto

Pistoncino a molla,
con flangia

Unita di guida tipo H,
Per martinetti @ 40

S

T5P_T10P

0oP2

CABma

GE

Piastra di giunzione
per cinghia T, T10

Indicatore di posizione
digitale (N. di giri), 3

Manicotto ovale per
cavo, Per la

Prodotti correlati

Chiusura a leva,
Standard

NKIA

NKXR

QTR

Cuscinetto combinato
con anello interno,
Carico assiale
monodirezion...

Cuscinetto combinato
senza anello interno,
Needle and cylindrical
ro...

Cuscinetti a sfere -
Accessorio, Ghiera
autobloccante - anello
difr...

Cuscinetto a rulli
conici, Acciaio
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