ew] Combined bearings
Needle and roller bearings NKX

- A combination bearing that can handle
both axial and radial loads

- As they are supplied without an internal
ring; the shaft is used as a raceway and
must therefore be hardened and ground.

- The axial bearing has a protective cap

- Materials:

steel c_.
C1, _C2

Info -
- When lubricated with grease, the
maximum speed is reduced to 60%
of that given in the table. oD2
(The axial load Fa should be 1-2 % |m‘” Q
|

of the dynamic load coefficient C (axial)

(el'A 1+ 6+ 20+ 40+ 60+
X List -10%-15% -20% On request |

Radial load (N) Axial load® (N)  Speed (rpm)
Dynamic Static [E Static (o]]]
Part number (C) (Co) (C) (Co) lubricated
KX12Z 12 8500 10500 10000 15000 11000 40
KX15Z 15 10000 12000 10000 16000 9500 47
KX17Z 17 11000 14500 10500 17900 8500 55
KX20Z 20 15000 2500 13500 23000 7500 90
KX25Z 25 17000 30000 18000 35000 6000 132
KX30Z 30 21000 34000 19000 39500 5000 148
KX35Z 35 23000 40000 20500 44650 4600 168
KX40Z 40 25000 45000 26000 60000 4000 208
KX45Z 45 26500 51000 27000 67000 3600 265
KX50Z 50 36000 72000 28000 72000 3300 300

rt number OFw O @dw OGda

N

KX12Z 261 272 6,5

KX15Z 15 24 281 292 23 9 6,5 15 23,7 28,46 £
KX17Z 17 26 301 312 25 9 8.0 17 25,7 3011 %
KX20Z 20 30 351 36,2 30 10 10,5 20 30,7 3499 %
KX25Z 25 37 421 432 30 1 9,5 256 37,7 389,75 %
KX30Z 30 42 471 482 30 11 9,5 30 427 50.87 %
KX35Z 35 47 521 53,2 30 12 9,0 35 47,7 59,25 €
KX40Z 40 52 601 612 32 13 10,0 40 55,7 64,68 £
KX45Z 45 58 652 66,5 32 14 9,0 45 60,5 74,77 £
KX50Z 50 62 702 715 35 14 10,0 50 655 81.49%

Dimensions in mm
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Altri prodotti...

AT5-25ECO

ZBRA CRLHR DBL805
Puleggia dentata di Ingranaggio conico in Anello di Rotella per catena,
posizionamento tipo plastica, 1:1 sollevamento, Serie 805
AT, Serie economica -
ATS al...
4 E X
d 5 \
'x‘
vQT PRF_SDD DGSI ZG125

Chiusura ¥ di giro per
bloccaggio , Manopola
plastica o inox

Supporto per sensore
212, 312

Testa a snodo
femmina, Acciaio /
acciaio - Serie
economica

Ingranaggio dritto in
plastica, Plastica
lavorata (delrin)

BAGSS

PRF_BR

BOX-TOR-ORFS

Anello di bloccaggio
inox, Inox

Elementi di giunzione,
Flangia per profilato

Motore AC asincrono
trifase, 0.12 a 0.22kW

Prodotti correlati

Valigetta di
guarnizioni toriche in
nitrile, 7.65 x 1.78mm
a 37.82 x...

NKIA

NKXR

QTR

Cuscinetto combinato
con anello interno,
Carico assiale
monodirezion...

Cuscinetto combinato
senza anello interno,
Needle and cylindrical
ro...

Cuscinetti a sfere -
Accessorio, Ghiera
autobloccante - anello
difr...

Cuscinetto a rulli
conici, Acciaio



https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3940
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4753
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4856
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3378
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4716
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3404
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=2791
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=207
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1171
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3399
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3079
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4460
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4728
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4010
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4136
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4004
http://www.tcpdf.org

