
- Pitch 3/8” (9,525mm) (DIN 06B-1)
- Roll diameter 6.35mm
- M aterial  

Glass-fibre reinforced nylon PA6 
Grey colour

.Application.
- Low coefficient of friction
- Requires little lubrication
- Quiet
-  Resistant to aqueous and aggressive 

environments

.Info.
- Rough pilot bore after moulding
-  **Pilot bore dimension given as a guide only
-  Bore + keyway on request from 10 pieces 

upwards

Z Pre bore Price each
Part number teeth ØD ØP ØM ØA** E ØF 1 to 9
PCS37-12/PA6 12 40,5 36,8 25 8 25 - 3,25 F
PCS37-13/PA6 13 43,5 39,8 28 8 25 - 3,93 F
PCS37-14/PA6 14 46,5 42,8 30 8 25 - 4,28 F
PCS37-15/PA6 15 49,5 45,8 34 8 25 - 4,85 F
PCS37-17/PA6 17 55,5 51,8 35 10 28 - 5,13 F
PCS37-18/PA6 18 58,6 54,9 40 10 28 - 5,87 F
PCS37-19/PA6 19 61,6 57,9 44 12 28 - 6,26 F
PCS37-20/PA6 20 64,6 60,9 44 12 28 - 6,79 F
PCS37-21/PA6 21 67,6 63,9 48 12 28 - 6,83 F
PCS37-25/PA6 25 79,7 76,0 57 12 28 - 7,92 F
PCS37-30/PA6 30 94,8 91,12 40 12 28 - 9,73 F
PCS37-36/PA6 36 113,0 109,2 70 16 30 - 10,18 F

DISCOUNTS
Qty 1+ 10+ 20+ 50+ 100+

Disc. List -10% -15% -25% On request

A**: pre-bored  

hole must be 

finished
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Dimensions in mm

Moulded Nylon PA6 DIN 06B-1
3/8"

Plastic sprocket

NEW !



- Pitch 1/2” (12,7mm) (DIN 08B-1)
- Roller diameter 8,51mm
- M aterial : 

Glass-fibre reinforced nylon PA6 
Grey colour

.Application.
- Low coefficient of friction
- Requires little lubrication
- Quiet
-  Resistant to aqueous and aggressive 

environments

.Info.
- Rough pilot bore after moulding
-  **Pilot bore dimension given as a guide only
-  Bore + keyway on request from 10 pieces 

upwards

Z Pre bore Price each
Part number teeth ØD ØP ØM ØA** E ØF 1 to 9
PCS50-9/PA6 9 42,0 37,13 24 10 28 - 4,74 F
PCS50-10/PA6 10 45,9 41,10 26 10 28 - 5,09 F
PCS50-12/PA6 12 54,6 49,07 32 10 28 - 5,13 F
PCS50-14/PA6 14 63,2 57,07 41 10 28 - 5,16 F
PCS50-15/PA6 15 65,9 61,09 45 10 28 - 5,20 F
PCS50-16/PA6 16 69,9 65,10 45 10 28 - 5,23 F
PCS50-17/PA6 17 74,0 69,11 50 11 28 - 6,19 F
PCS50-18/PA6 18 78,0 73,13 50 11 28 - 6,33 F
PCS50-20/PA6 20 86,0 81,19 50 11 28 - 8,48 F
PCS50-21/PA6 21 91,3 85,22 50 11 29 - 8,88 F
PCS50-28/PA6 28 118,3 113,40 60 16 29 - 11,31 F
PCS50-30/PA6 30 126,3 121,50 60 16 30 - 12,20 F
PCS50-36/PA6 36 150,6 145,70 60 16 30 125 14,25 F
PCS50-38/PA6 38 158,6 153,80 60 16 30 125 15,24 F
PCS50-40/PA6 40 166,8 161,87 60 16 30 135 17,15 F

Dimensions in mm
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DISCOUNTS
Qty 1+ 10+ 20+ 50+ 100+

Disc. List -10% -15% -25% On request

DIN 08B-1
1/2"

 Plastic sprocket

A**: pre-bored  

hole must be 

finished

Moulded Nylon PA6 

NEW !



Altri prodotti...

PSPE22

Conical flexible shaft
handlee Ø22, Black
PVC

UTKpwc

Guida lineare
Utilitrack®, Ruota a V
- rivestimento
polimero

TRMSS

Cremagliera a sezione
circolare, Inox  -
modulo 1-5

T5M_T10M

Cinghia aperta al
metro tipo T, T10
Poliuretano armatura
in acciaio

BPLF

Sfera portante alta
sporgenza, Leggero

LRM2

Dado trapezoidale,
Bronzo - 2 filetti

VPRA_M

Volantino con
impugnatura, Plastica
termoindurente -
Mozzo:inox

BPPL

Mini sfera portante a
incastro, A incastro

BSB

Vite a ricircolo di
sfere, Supporto

DOMI120

Slitta di regolazione
Domino 120, Slitta
DOMILINE 120

DOMI_MD

Tavola rotante di
regolazione Domino,
55/1

CHML40

Riduttore a ruota e
vite senza fine, fino a
57 Nm - Con
limitatore d...

Prodotti correlati

PCS37

Pignone a catena -
acciaio, 9.525mm
(DIN06B-1)

PCS37SS

Pignone a catena -
Inox, 9.525 (DIN
06B-1)

PCS37K

Pignone a catena
dentatura temprata,
9.525mm (DIN06B-1)
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