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Z K Price each
Part N° Teeth ØP ØD ØM E ØA (H9) T2 ØT 1 to 5
PCS37-12H-12K

12 36,80 40,45 30 25
12 4 1,80 M4 5,64 F

PCS37-12H-14K 14 5 2,30 M4 5,64 F
PCS37-12H-15K 15 5 2,30 M4 5,64 F
PCS37-12H-16K 16 5 2,30 M4 5,64 F
PCS37-13H-12K

13 39,80 43,50 28 25

12 4 1,80 M4 6,09 F
PCS37-13H-14K 14 5 2,30 M4 6,09 F
PCS37-13H-15K 15 5 2,30 M4 6,09 F
PCS37-13H-16K 16 5 2,30 M4 6,09 F
PCS37-13H-18K 18 6 2,80 M5 6,09 F
PCS37-14H-12K

14 42,80 46,50 31 25

12 4 1,80 M4 6,82 F
PCS37-14H-14K 14 5 2,30 M4 6,82 F
PCS37-14H-15K 15 5 2,30 M4 6,82 F
PCS37-14H-16K 16 5 2,30 M4 6,82 F
PCS37-14H-18K 18 6 2,80 M5 6,82 F

DISCOUNTS
Qty 1+ 6+ 20+ 40+

Disc. List -12% -25% On request
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Chain sprocket with hardened teeth
C45 tempered steel DIN06B-1

3/8”
-  Pitch 9.525mm (DIN06B-1)
- Roller diameter 9.35
- M aterials:  

C45 steel UNI7845
    Hardened teeth 45-53HRC

 Accessory.
- SBR-375/M chain

.Info.
- DIN 6885 keyway on the central tooth line
- Threaded hole on key and at 90°

Bore and 

keyway

2 threaded 

holes

All dimensions in mm
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Z K Price each
Part N° Teeth ØP ØD ØM E ØA (H9) T2 ØT 1 to 5
PCS37-15H-14K

15 45,81 49,50 34 25

14 5 2,30 M4 6,94 F
PCS37-15H-15K 15 5 2,30 M4 6,94 F
PCS37-15H-16K 16 5 2,30 M4 6,94 F
PCS37-15H-18K 18 6 2,80 M4 6,94 F
PCS37-15H-19K 19 6 2,80 M5 6,94 F
PCS37-15H-20K 20 6 2,80 M5 6,94 F
PCS37-15H-22K 22 6 2,80 M5 6,94 F
PCS37-15H-24K 24 8 3,30 M6 6,94 F
PCS37-16H-14K

16 48,82 52,30 37 28

14 5 2,30 M4 7,44 F
PCS37-16H-15K 15 5 2,30 M4 7,44 F
PCS37-16H-16K 16 5 2,30 M4 7,44 F
PCS37-16H-18K 18 6 2,80 M5 7,44 F
PCS37-16H-19K 19 6 2,80 M5 7,44 F
PCS37-16H-20K 20 6 2,80 M5 7,44 F
PCS37-16H-22K 22 6 2,80 M5 7,44 F
PCS37-16H-24K 24 8 3,30 M6 7,44 F
PCS37-17H-14K

17 51,83 55,50 40 28

14 5 2,30 M4 7,88 F
PCS37-17H-15K 15 5 2,30 M4 7,88 F
PCS37-17H-16K 16 5 2,30 M4 7,88 F
PCS37-17H-18K 18 6 2,80 M5 7,88 F
PCS37-17H-19K 19 6 2,80 M5 7,88 F
PCS37-17H-20K 20 6 2,80 M5 7,88 F
PCS37-17H-22K 22 6 2,80 M5 7,88 F
PCS37-17H-24K 24 8 3,30 M6 7,88 F
PCS37-18H-14K

18 54,85 58,30 43 28

14 5 2,30 M4 8,01 F
PCS37-18H-15K 15 5 2,30 M4 8,01 F
PCS37-18H-16K 16 5 2,30 M4 8,01 F
PCS37-18H-18K 18 6 2,80 M5 8,01 F
PCS37-18H-19K 19 6 2,80 M5 8,01 F
PCS37-18H-20K 20 6 2,80 M5 8,01 F
PCS37-18H-22K 22 6 2,80 M5 8,01 F
PCS37-18H-24K 24 8 3,30 M6 8,01 F
PCS37-19H-15K

19 57,87 61,60 45 28

15 5 2,30 M4 8,70 F
PCS37-19H-16K 16 5 2,30 M4 8,70 F
PCS37-19H-18K 18 6 2,80 M5 8,70 F
PCS37-19H-19K 19 6 2,80 M5 8,70 F
PCS37-19H-20K 20 6 2,80 M5 8,70 F
PCS37-19H-22K 22 6 2,80 M5 8,70 F
PCS37-19H-24K 24 8 3,30 M6 8,70 F
PCS37-19H-25K 25 8 3,30 M6 8,70 F
PCS37-20H-15K

20 60,89 64,30 46 28

15 5 2,30 M4 9,23 F
PCS37-20H-16K 16 5 2,30 M4 9,23 F
PCS37-20H-18K 18 6 2,80 M5 9,23 F
PCS37-20H-19K 19 6 2,80 M5 9,23 F
PCS37-20H-20K 20 6 2,80 M5 9,23 F
PCS37-20H-22K 22 6 2,80 M5 9,23 F
PCS37-20H-24K 24 8 3,30 M6 9,23 F
PCS37-20H-25K 25 8 3,30 M6 9,23 F
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Chain sprocket with hardened teeth
C45 tempered steel 

-  Pitch 9.525mm (DIN06B-1)
- Roller diameter 9.35
- M aterials:  

C45 steel UNI7845
    Hardened teeth 45-53HRC

 Accessory.
- SBR-375/M chain

.Info.
- DIN 6885 keyway on the central tooth line
- Threaded hole on key and at 90°

All dimensions in mm

DIN06B-1
3/8”

Bore and 

keyway

2 threaded 

holes

DISCOUNTS
Qty 1+

6+
20+

40+

Disc. List -12% -25% On request

Z K Price each
Part N° Teeth ØP ØD ØM E ØA (H9) T2 ØT 1 to 5
PCS37-21H-15K

21 63,91 67,60 48 28

15 5 2,30 M4 9,52 F
PCS37-21H-16K 16 5 2,30 M4 9,52 F
PCS37-21H-18K 18 6 2,80 M5 9,52 F
PCS37-21H-19K 19 6 2,80 M5 9,52 F
PCS37-21H-20K 20 6 2,80 M5 9,52 F
PCS37-21H-22K 22 6 2,80 M5 9,52 F
PCS37-21H-24K 24 8 3,30 M6 9,52 F
PCS37-21H-25K 25 8 3,30 M6 9,52 F
PCS37-23H-15K

23 69,95 73,70 52 28

15 5 2,30 M4 11,40 F
PCS37-23H-16K 16 5 2,30 M4 11,40 F
PCS37-23H-18K 18 6 2,80 M5 11,40 F
PCS37-23H-19K 19 6 2,80 M5 11,40 F
PCS37-23H-20K 20 6 2,80 M5 11,40 F
PCS37-23H-22K 22 6 2,80 M5 11,40 F
PCS37-23H-24K 24 8 3,30 M6 11,40 F
PCS37-23H-25K 25 8 3,30 M6 11,40 F
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Z K Price each
Part N° Teeth ØP ØD ØM E ØA (H9) T2 ØT 1 to 5
PCS37-24H-18K

24 72,97 76,70 54 28

18 6 2,80 M5 12,22 F
PCS37-24H-19K 19 6 2,80 M5 12,22 F
PCS37-24H-20K 20 6 2,80 M5 12,22 F
PCS37-24H-22K 22 6 2,80 M5 12,22 F
PCS37-24H-24K 24 8 3,30 M6 12,22 F
PCS37-24H-25K 25 8 3,30 M6 12,22 F
PCS37-24H-28K 28 8 3,30 M6 12,22 F
PCS37-24H-30K 30 8 3,30 M6 12,22 F
PCS37-25H-18K

25 76,00 79,70 57 28

18 6 2,80 M5 13,12 F
PCS37-25H-19K 19 6 2,80 M5 13,12 F
PCS37-25H-20K 20 6 2,80 M5 13,12 F
PCS37-25H-22K 22 6 2,80 M5 13,12 F
PCS37-25H-24K 24 8 3,30 M6 13,12 F
PCS37-25H-25K 25 8 3,30 M6 13,12 F
PCS37-25H-28K 28 8 3,30 M6 13,12 F
PCS37-25H-30K 30 8 3,30 M6 13,12 F
PCS37-27H-20K

27 82,05 85,70 60 28

20 6 2,80 M5 15,65 F
PCS37-27H-22K 22 6 2,80 M5 15,65 F
PCS37-27H-24K 24 8 3,30 M6 15,65 F
PCS37-27H-25K 25 8 3,30 M6 15,65 F
PCS37-27H-28K 28 8 3,30 M6 15,65 F
PCS37-27H-30K 30 8 3,30 M6 15,65 F
PCS37-30H-20K

30 91,12 94,80 60 30

20 6 2,80 M5 18,19 F
PCS37-30H-22K 22 6 2,80 M5 18,19 F
PCS37-30H-24K 24 8 3,30 M6 18,19 F
PCS37-30H-25K 25 8 3,30 M6 18,19 F
PCS37-30H-28K 28 8 3,30 M6 18,19 F
PCS37-30H-30K 30 8 3,30 M6 18,19 F

DISCOUNTS
Qty 1+ 6+ 20+ 40+

Disc. List -12% -25% On request
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Altri prodotti...

PFM

Piede senza snodo,
Lamiera modellata

RJUM05

Supporto per boccola
Drylin R®, Chiuso -
Lungo

AKN

Giunto a soffietto
Gerwah®, da 22 a
180Nm

STL

Guida con spazzola,
Binario

CHA_GC_9SS

Cerniera a bandiera
inox, A saldare

PTA50

Piede snodato con
base stampata Ø50, Ø
50

MAX22

Motoriduttore DC 12V
e 24V DC, da 0,07 a
0,2Nm

RPC

Ruota, Poliammide

CHAR

Cerniera a molla,
avvitabile

LVT

Mini martinetto
motorizzato 4A, 4
ampere

PTKFss

Piede fissabile
speciale
agroalimentare,
Stainless steel - 3-A
stand...

CF

Perno folle, Standard -
acciaio

Prodotti correlati

SUA4

Catena semplice al
metro, Acciaio

SUA4_L

Giunzione per catena
al metro, Maglia di
giunzione - acciaio

PCS37

Pignone a catena -
acciaio, 9.525mm
(DIN06B-1)

PCS_PA6

, 9.525mm (DIN
06B-1)
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