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Pressed steel articulated foot Ø150
Accepts loads up to 40,000N PTA150

PTA150ss

Part number Static Price each
bright sanded finish ØD ØF B A A/F G H load (N) 1 to 14

Steel foot
PTA150-24-100 - 150 M24 100 44 24 35 144 40000 52,69 F
PTA150-24-150 - 150 M24 150 44 24 35 194 40000 55,61 F
PTA150-24-200 - 150 M24 200 44 24 35 244 40000 58,77 F
PTA150-24-250 - 150 M24 250 44 24 35 294 40000 61,72 F
PTA150-30-100 - 150 M30 100 44 30 35 145 40000 57,84 F
PTA150-30-150 - 150 M30 150 44 30 35 195 40000 59,65 F
PTA150-30-200 - 150 M30 200 44 30 35 245 40000 65,66 F
PTA150-30-250 - 150 M30 250 44 30 35 395 40000 73,95 F
Stainless steel foot
PTA150-24-100/SS PTA150-24-100/SS/SB 150 M24 100 49 20 35 149 40000 72,32 F
PTA150-24-150/SS PTA150-24-150/SS/SB 150 M24 150 49 20 35 199 40000 76,29 F
PTA150-24-200/SS PTA150-24-200/SS/SB 150 M24 200 49 20 35 249 40000 80,27 F
PTA150-24-250/SS PTA150-24-250/SS/SB 150 M24 250 49 20 35 299 40000 84,26 F
PTA150-30-100/SS PTA150-30-100/SS/SB 150 M30 100 50 26 35 150 40000 82,29 F
PTA150-30-150/SS PTA150-30-150/SS/SB 150 M30 150 50 26 35 200 40000 88,11 F
PTA150-30-200/SS PTA150-30-200/SS/SB 150 M30 200 50 26 35 250 40000 93,00 F
PTA150-30-250/SS PTA150-30-250/SS/SB 150 M30 250 50 26 35 300 40000 97,86 F

- Levelling foot
- �Brilliant finish (Sand-blasted finish for base  

of the stainless steel version)
- Materials:

Steel version:
Base: Chromed steel sheet C40
Rod: Chromed steel ( nut not supplied) 
Sole: Vulcanised rubber NBR hardness  
80° Shore
Stainless steel version:
Base: 304 stainless steel,  
brilliant or sand-blasted  
finish
Rod: 304 stainless steel  
(nut not supplied) 
Sole: Vulcanised rubber  
NBR hardness 80° Shore

.Options.
- Other rod sizes  
  are available

All dimensions in mm

DISCOUNTS
Qty 1+ 15+ 20+ 25+ 40+

Disc. List -5% -10%-15% On request

Sand-blasted 

stainless-

steel version



Altri prodotti...

GB-RA

Ingranaggio dritto
ottone, Ottone
CuZn39Pb3

PSG125HC

Ingran. dritto di
precisione trattato
skiving, Acciaio
20NCD2 cement...

DKGS

Giunto senza gioco
Gerwah®, da 0.5 a
3Nm

BABV

Ball lock pins lockable
, Stainless steel 

ZG0

Ingranaggio dritto in
plastica, Plastica
lavorata (delrin)

BPHT

Sfera portante
fissaggio con perno
filettato, Forte

AT10-25ECO

Puleggia dentata di
posizionamento tipo
AT, Serie economica -
AT10 a...

PR125

Piede fissabile con
snodo - poliammide, Ø
123

BTC20_10

Tappo per tubo
rettangolare,
Standard

MSP38

Inserto con piastrina a
incollare
Masterplate®,
Cilindrico Ø38 con...

MPB

Distanziatore
esagonale, Ottone

NTMdl

Grano punta in delrin,
punta in delrin

Prodotti correlati

PTA150

Piede snodato con
base stampata Ø150,
40000N

PTA150

Piede snodato con
base stampata Ø150,
40000N

Powered by TCPDF (www.tcpdf.org)

https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4783
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3749
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4126
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4785
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=177
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4481
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3941
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=2511
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=2118
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4287
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1369
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3774
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4407
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4409
http://www.tcpdf.org

