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Hygienic Usit® 

DISCOUNTS
Qty 1+ 5+ 10+ 25+
Disc Prix -5% -10% On request
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Wing screw for safety washers
VPRhuss

- Wing screw for use with Hygienic Usit® 
  safety washers
- The wing screw makes perfect screw 
  connections extremely easy.
- They can be easily opened or re-tightened 
  without tools.
- Generous rounded form
- Fully polished surface, roughness less than 
  Ra 0.8µm
- �M�aterial:
     Stainless steel 1.4404 (316L)
     Polished mirror finish

 Advantages.
- Ideal for use in areas where there is contact 
  with the product or inside aseptic isolators.
- Regardless of the mounting position of the wing 
  screw, dirt and residue from products or cleaning
  materials will not be retained. 
  This guarantees easy cleaning.
- The base of the wing screw is specially designed 
  for an almost cavity-free seal of the screwed 
  connection thus meeting hygiene requirements.

 Accessory.
- �RDE sealing washer 

(see pages 37 à 39)

Price each
Part N° ØD ØD2 A H H1 B R L L1 1 to 4
VPR-4/HUSS M4 10,8 20 19 5,3 4 0,45 8 7 19,18 F
VPR-5/HUSS M5 11,8 21 21 6,0 5 0,50 10 9 20,19 F
VPR-6/HUSS M6 14,2 25 25 7,0 6 0,55 12 11 22,57 F
VPR-8/HUSS M8 18,0 33 33 8,4 8 0,60 16 15 30,25 F
VPR-10/HUSS M10 22,3 40 40 10,0 10 0,75 20 19 47,90 F

All dimensions in mm



Altri prodotti...

PRES

Accessori per pressa
PRES-3HR e
PRES-4HR, Coppia di
dadi per scanala...

B

Ingranaggio conico -
Acciaio 60C40, 1:1

BLHT40

Rinvio angolare a T,
da 4 a 10.30 Nm

PHG05

Ingranaggio elicoidale
ad assi paralleli,
Acciaio 20NCD2
cementato t...

PLM-20SC

Magnete cilindrico,
Magnete cilindrico

GP75

Chiusura a leva molla
a trazione
compensata,
Standard (GP75)

WJUM20

Pattino Drylin® W,
Pattino

GCL

Guida lineare a sfere -
Sfere inox, Carello -
da 516 N a 8396 N

T2

Cinghia di
posizionamento T,
T2.5 Poliuretano
armatura in acciaio

EKGS

Giunto senza gioco
Gerwah®, da 0.5 a
35Nm

CHM50-MOT

Motoriduttore AC
asincrono da 0,18
a0,75kW, 0.18 a
0.75kW

DOMI_MD

Tavola rotante di
regolazione Domino,
40/1

Prodotti correlati

RDE-W

Rondella di tenuta
Hygienic Usit®, Inox -
EPDM bianco

RDE-B

Rondella di tenuta
Hygienic Usit®,
Stainless steel - EPDM
blu

Powered by TCPDF (www.tcpdf.org)

https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4087
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=645
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=2546
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3704
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3922
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4368
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3094
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4834
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=89
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4128
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3085
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3157
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4511
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4512
http://www.tcpdf.org

