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Hygienic Usit® 

DISCOUNTS
Qty 1+ 5+ 10+ 25+
Disc Prix -5% -10% On request
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Wing screw for safety washers
VPRhuss

- Wing screw for use with Hygienic Usit® 
  safety washers
- The wing screw makes perfect screw 
  connections extremely easy.
- They can be easily opened or re-tightened 
  without tools.
- Generous rounded form
- Fully polished surface, roughness less than 
  Ra 0.8µm
- �M�aterial:
     Stainless steel 1.4404 (316L)
     Polished mirror finish

 Advantages.
- Ideal for use in areas where there is contact 
  with the product or inside aseptic isolators.
- Regardless of the mounting position of the wing 
  screw, dirt and residue from products or cleaning
  materials will not be retained. 
  This guarantees easy cleaning.
- The base of the wing screw is specially designed 
  for an almost cavity-free seal of the screwed 
  connection thus meeting hygiene requirements.

 Accessory.
- �RDE sealing washer 

(see pages 37 à 39)

Price each
Part N° ØD ØD2 A H H1 B R L L1 1 to 4
VPR-4/HUSS M4 10,8 20 19 5,3 4 0,45 8 7 19,18 F
VPR-5/HUSS M5 11,8 21 21 6,0 5 0,50 10 9 20,19 F
VPR-6/HUSS M6 14,2 25 25 7,0 6 0,55 12 11 22,57 F
VPR-8/HUSS M8 18,0 33 33 8,4 8 0,60 16 15 30,25 F
VPR-10/HUSS M10 22,3 40 40 10,0 10 0,75 20 19 47,90 F

All dimensions in mm



Altri prodotti...

ALIDR30

Alimentazione, 1,5 A
and 2 A

BPVMss

Sfera portante
avvitabile miniatura,
Miniatura ad avvitare

PRF3232

Profilato alluminio
standard, 32 x 32 mm

CHAsb89

Cerniera senza perno,
	Cerniera in polimero

VELM4

Supporto avvitabile
per rotolo a strappo
fermacavi,
Poliammide

RHTtcss

Ruota alte
temperature con foro
centrale, fino a 200kg

GARDLL

Bussola portamaschi,
Acciaio o Inox
Acciaio nichelato or
Inox

VTLF

Volantino a 3 lobi,
Poliammide - Ottone

PAL

Dado di sicurezza, Per
bloccaggio assiale

ESCON

Accessori per
variatore di velocità
5A, Kit 4 cavi motore
DC

VTLM

Volantino a 3 lobi,
Poliammide - Acciaio

PCS6ECO

Pignone a catena -
acciaio, 6mm (DIN
04-1)

Prodotti correlati

RDE-W

Rondella di tenuta
Hygienic Usit®, Inox -
EPDM bianco

RDE-B

Rondella di tenuta
Hygienic Usit®,
Stainless steel - EPDM
blu
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