Wing screw for safety washers «
VPRHuss Hygienic Usit®

- Wing screw for use with Hygienic Usit®
safety washers
- The wing screw makes perfect screw
connections extremely easy.
- They can be easily opened or re-tightened
without tools.
- Generous rounded form
- Fully polished surface, roughness less than
Ra 0.8pym
- Material:
Stainless steel 1.4404 (316L)
Polished mirror finish

Advantages

- Ideal for use in areas where there is contact
with the product or inside aseptic isolators.
- Regardless of the mounting position of the wing
screw, dirt and residue from products or cleaning
materials will not be retained.
This guarantees easy cleaning.
- The base of the wing screw is specially designed
for an almost cavity-free seal of the screwed
connection thus meeting hygiene requirements. A
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DISCOUNTS
1+ 65+ [ 10+ | 25+ |
[D]EYY Prix_-5% |-10% | On request |
Price each
Part N° oD OD2 A H Hi B R L L1 1to4
VPR-4/HUSS 4 108 20 19 53 4 045 8 7 19,18 €
VPR-5/HUSS 5 118 21 21 60 5 050 10 9 20,19 €
VPR-6/HUSS 6 142 25 25 70 6 055 12 11 22,57 €
VPR-8/HUSS M8 180 33 33 84 8 060 16 15 30,25 £

VPR-10/HUSS M10 223 40 40 100 1
All dimensions in mm
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Altri prodotti...

Panamech, Multi-
Beam, Alluminio - con
ganascia di serraggio

Piastra di giunzione
per cinghia RPP, RPP8
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Pistoncino a molla,

Rotella per profilo

Indicatore di posizione
elettronico, 5 cifre

Ingranaggio dritto
acciaio - serie ECO,
Acciaio C45

SCE_SS

ACL-PLANgle

Serracavo, Inox

Elementi di giunzione,

con flangia alluminio, Supporto Collegamento
d'albero angolare
DOG258 gte4r DOG111 DKN

Motoriduttore DC 12V
e24VDC,dal2als
Nm

RDE-W

Rondella di tenuta
Hygienic Usit®, Inox -
EPDM bianco

Chiusura a farfalla a
molla, Tolleranze di
montaggio ampie

Motoriduttore DC 12V
e24vDC,dal5a6
Nm

Prodotti correlati

RDE-B

Rondella di tenuta
Hygienic Usit®,
Stainless steel - EPDM
blu

Giunto a soffietto
Gerwah®, da 0.4 a
10Nm



https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=1445
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4573
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3979
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4275
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3566
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=2894
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=3015
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4414
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=615
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4682
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=608
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=2548
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4511
https://shop.ctmeca.com/it/produit.asp?pk_campaign=PDF&prid=4512
http://www.tcpdf.org

